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technical specifications
display technology single chip DLP™ technology

LVDS DMD™ with DarkChip3™

resolution 1400 x 1050 pixels (SXGA+)

brightness 2 500 ANSI lumens (typ)

contrast 2 500 : 1 (on/off)

compatibility computer virtually all computers and resolutions, up to 1920 x 1080 pixels

video HDTV: 1080@24p, 30p, 50p, 60p; 1080@50i, 60i, 720@50p, 60p 
EDTV 576@50p, 480@60p 
SDTV 576@50i, 480@60i 
PAL, NTSC, SECAM

optics zoom projection lens 1.75 - 2.25 : 1 (distance : width)

image size (diagonal) 0.7 - 8 m / 2 - 25 ft

lens shift 0 - 100% (from full on axis to full off axis)

lamp 220W UHP™, 2250 / 3000 hrs (eco mode)

inputs computer DVI-D and VGA

video DVI-D (HDCP), YPBPR (component), Y/C (S-video) and composite video

audio stereo audio input, 2W built in speaker

control and communcation TCP/IP, RS-232, USB, Infrared and wired remote control

general dimensions (d x w x h) 234 x 278 x 94 mm / 9.2 x 10.9 x 3.7 in

weight 2.980 g / 6 lbs

security 4-digit PIN code protection, standardised Kensington lock system

operating noise level <24 dB(A) (typical at sea level, eco mode)

power requirements 90 - 240VAC, 50/60 Hz, +/- 10%

conformances CE, UL, cUL, FCC Class B

supplied materials IR remote control, cable kit, soft carrying case, country specific power cord (4m / 13ft)

available colours vanquish grey metallic

warranties 3 years parts and labour, 500 hours or 90 days on lamp (whichever comes first)
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Key features
The evo2sx+ features incredible performance at 
a surprisingly affordable price. Unprecedented 
compatibility through high resolution and 
connectivity, portability, high brightness, and low 
operating noise, it is the �rst projector to truly 
do it all!

Ultra low noise design
The evo2sx+ is built entirely from 
magnesium and exotic materials like 
ceramics to provide numerous bene�ts. 
The chassis is used for heat dissipation, 
and all mechanical parts are decoupled 
from the chassis in order to make the least 
noise. That creates not only the sturdiest, but 
also the most silently running business projector 
anywhere!

Perfectly �t for a wide range of applications
Not only is the evo2sx+ perfectly �t for 
Powerpoint  presentations with unmatched 
detail, it is also perfect for highly technical 
presentations, such as displaying CAD/CAM 
images, product visualisation, database 
management, engineering and R&D, as well as 
any other graphically intensive work. No other 
portable projector even comes close in terms 
of detail, colour and image quality. Even the 
graphical designers will love it!

viewing size w x h screen size (diagonal) distance to screen

in cm in cm min max 

48 x 36 122 x 91 60 152 84 / 213 108 / 274

58 x 43 146 x 110 72 183 101 / 256 129 / 329

67 x 50 171 x 128 84 213 118 / 299 151 / 384

74 x 55 187 x 140 92 234 129 / 327 166 / 420

80 x 60 203 x 152 100 254 140 / 356 180 / 457

96 x 72 244 x 183 120 305 168 / 427 216 / 549
+/- 5% accuracy 

Lens shift enables �exible installations
The evo2sx+ features a 0 - 100% vertical lens shift. That means more �exibility with 
installations and no keystone correction needed for a perfectly rectangular image. 
Lens shift allows the evo2sx+ to be used with standard rear projection screens.

Screen sizes
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Empowering Partnership

Intmark Distribution

P.O.Box 61500, Dubai
United Arab Emirates
Tel : +971 4 8872224
Fax : +971 4 8872229
E-mail : info@intmark.net
Web site : www.intmark.net


