


Interactive screen – Use your finger to navigate room-control menus, and 
use the pen to write notes. The DT770 automatically toggles between pen 
and finger input modes by sensing when the pen is removed from its holder. 
Dual-touch DViT technology is the magic behind SMART’s proprietary digital 
touch system.

Save function – Capture your work in NotebookTM software or save notes 
directly into several software applications, including Windows® versions
of Microsoft® PowerPoint®, Word and Excel®, or into AutoCAD® software.

Battery-free tethered pen – Write smoothly and comfortably with the securely 
attached pen. No battery means no maintenance cost or downtime.

Display – 17" (43.2 cm) LCD screen with SXGA resolution.

Room-control interface button – Press the room-control interface button to 
launch the navigation menu for peripherals and lighting. It provides a seamless 
transition between your presentation and control environments.

System Requirements for Windows Operating Systems
Pentium® 150 MHz processor (450 MHz or later recommended) • 128 MB of RAM (256 MB recommended)
• Windows NT 4.0 (SP 6.0), Windows 98 operating system or later • 110 MB of free hard disk space for 
complete installation

System Requirements for Macintosh Computers
400 MHz processor (800 MHz or faster recommended) • 256 MB of RAM • Mac OS X version 10.1.5 or later 
(with Java version 1.3.1 update 1 or later) • 115 MB of free hard disk space for complete installation
NOTE: Other versions of SMART Board software are available for UNIX® and Linux® systems, as well as for 
earlier Windows and Macintosh operating systems.

SMART BoardTM software

Notebook software 

Create, organize and save notes, drawings and screen captures. Access 
thousands of free images and templates, interactive and education 
content, advanced drawing tools and more from an easy-to-use interface.

SMART Board tools

Type with the On-Screen Keyboard, write over digital video, record a 
presentation, and much more. 

LinQTM software

Control your laptop or Tablet PC from the DT770. LinQ software uses your 
wired or wireless network to create a quick connection between devices.

Features

17" (43.2 cm) LCD screen 
with SXGA resolution

Battery-free tethered pen

visit www.intmark.net

Pen-tool buttons – Change ink color or use the eraser without crowding your 
display with toolbars. Colored LED indicators show which tool is selected and 
which input mode is active.

Programmable function buttons – Use for quick access to features and 
applications you use most often.

USB hub – Attach a USB memory device to the DT770, and deliver material 
without connecting a guest laptop or installing software.

On-screen display buttons – Fine-tune the display properties to suit your 
preferences.

USB and serial connection – Connect the DT770 to your computer using 
either a USB 2.0 port or serial (RS232) connection.

Tilt stand and integration brackets – Move the console to a comfortable viewing 
angle. The integration brackets provide an option to flush-mount the DT770.

VESA mounting plate – Integrate the DT770 with a variety of installations. 
Standard VESA 100mm rear-mounting arm can be used.

Non-residual memory – Information stays secure as the DT770 stores no 
residual data.

Warranty – Two-year limited warranty.

Active screen area
17" (43.2 cm) diagonal
Size
19" W x 3 5/8" D x 18" H 
(48.3 cm x 9.2 cm x 45.7 cm)
Weight
19 lb. (8.9 kg)
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